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Bulkhead and taper of same thickness as tail pipe with 2.0 mm
(0.079") maximum. Taqil pipe of same thickness as downdrain pipe.

—Tapered inlet

Tapered inlet

~Corrugated metal tail pipe
~Standard elbow

60°

'

¥Sfcndard coupler
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13 mm (/2" & Carriage
Tapered inlet of same construction and or machine bolts
dimensions as Type |- Alfernative A or B

except tail pipe length will be 0.6 m (2°).
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Flatten or
point pipe
stakes

See plate
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Type | Alternatives A and B.

See plate
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— 305 mm (12") Annular coupling band
— Helical coupling band

“— Two piece integral
flange die formed band
for helical corrugated

ENTRANCE TAPER - TYPE | 13 mm (/2" & Carriage stake L8 m (6" long steel pipe
DIA A B C D E F G ormachine bolts
ALTERNATIVE A ALTERNATIVE A ALTERNATIVE B "\ Figtten or point pipe stakes
200 mm{410 mm [650 mm[380 mm| 120 mm{130 mm| 1.8 m | 0.6 m
I N P I 2 I I ) CORRUGATED METAL PIPE DOWNDRAIN
,—Spot welded and made water tight 300 mni460 mm) Ggg‘ {485 mm 95, mm ISSSI:nm 18m|06m ANCHOR ASSEMBLY
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/ / with reinforcing beads 05" | @ | (30M | 3 | @ | e ®) | @) 64 mm (25", 64 mm (V") . Al hardware to be galvanized after fabrication. All pipe stakes
/ 79 thi 450 mm{610 mm[860 mm(685 mm( 125 mm|185 mm| 1.8 m [ 0.6 m to be either galvanized after fabrication, or be fabricated
[/ ﬁZ..Ommm ,'0;:0 9 Th'DCk jmoofh meteal taper (8" | (4m | G4 | @1 | 61 | 1M | 6) | @) from pre-galvanized pipe. If pre-galvanized pipe is used, weld
// ,/ / wi Creln or*clgg iqli ' 50 mm 600 mm870 mm|||70 mmg30 mm|I50 mm?‘ﬂf3 mmf 12 m [ L2 m areas shall be cleaned, and painted with zinc-rich primer.
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9 e fz 24 | G | ven | 65 | (€1 ) Sl 2. Either Alternative A or Alternative B anchor assemblies and pipe
E \ 2 - stakes may be used at Contractor’s option for corrugated
@ < g “’L (.) ” ENTRANCE TAPER TYPE | = steel pipe or corrugated aluminum pipe. Alternative A anchor
Jj © T assembly only to be placed in annular corrugation. Alternative A
- . D, A ALTERNATIVE A AND B ol 1 *Ef anchor assembly may be placed on annular coupling band if
~—|——Tapered inlet € £~ €| securely fastened on downstream side of joint. Alternative B
65 mi B g
@ I M of I| A= Sw=  anchor assembly to be fastened to pipe sections and not to a
2 - G - F 125 .42 9 el o band coupler used to join sections.
mm 8 £ E
PLAN END VIEW _‘S_r‘voulder_* L %002 - o E\g 3. For cable anchorage system details, see Standard Plan D87C.
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ALTERNATIVE B bl\%\\h\f / assembly) 150 mm 21 o3 150 mm 0(26‘53')“ A“” ; @
N %™ " ©" (1:2)y 82 (6" . -
VN Oakum or jute packing /\\0\"\@&/' 6 190 mm (75" ) 35 EE L
CMP dimensions as tabulated below | DIA L M N > £ j'e//)/\;js , PLATE DETAIL % 7‘%
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a0y | s | ey | @er | e | [ @) | 1) | a8 | g | Install to permit 0.3 m (2 movement— '/ / / 2/ 150 mm (6" Min galvanized after fabrication. 0 L SECTION B-B SECTION C-C
[200 mm300 mm|375 mm(450 mm(6O0 mm| |300 mm 5 m (500 mm(300 mm| Taper not corrugated—' / / . = 200 mm 8] 5 m (5 SeCTION B-B SECTION C-C
O[T [aen [ asy | wen | an | [ e | 0 | @on | w2 vownarain " / /) / = 300 mm (2% Mox
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375 nm| 8 m (600 mm(375 mm Band coupler /// / Lo igg mn ”él) 6 m (20 Extend dike base
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— i it " . 450 mm (18" II'm (35"
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ipe. - hinge point. C )
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Paved gutter fi e NOTE hinge point. = 5‘\;‘3 Hinge point—, >
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—Edge of shoulder N ey Top of dike \30°

~—Paved gutter flare

. Cable, slip joint or anchor assembly
to be used when specified.
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Top of fill slope
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MOUNTABLE DIKE
PLAN

TYPE |

L .0 m L
" H—‘T"—"‘m . ( Edge of  2.siip joint to be omitted when 7
Y completely buried. &
ZSL?O‘T"‘ quuey line  3.Slip joint for Type | entrance 2
taper shown. Type 2 similar.

— Top of dike
~—Top of fill slope

Extend dike base to provide
suitable support where dike
extends beyond hinge point.

Top of dike —

QB Coupler

Direction of ~=

L

flow along edge
of shoulder.

ENTRANCE

TAPER AND PIPE DOWNDRAIN

—— Direction of tfravel

TYPE A DIKE
PLAN

TYPE 2

(For use on full
freeway sections
ONLY with grades
OF 2% or greater.)

These "Standard Plans for Construction of Local Streets and Roads"
systems of measurement: International System of Units (SI or "metric") and United States
Standard Measures shown in the parentheses (). The measurements expressed in the
two systems are not necessarily equal or interchangeable. See the "Foreword" at the

)
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Inlet FL=
Shoulder elev-D

Direction of ~=
flow along edge
of shoulder.

[
—— Direction of travel (&

MOUNTABLE DIKE

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

CORRUGATED METAL PIPE
DOWNDRAIN DETAILS

contain units in two

beginning of this publication.
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